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so that we have

Al = 12if ill.. A2 —1221 A2.pi ‘y

P

pm is a function of  x,  which approaches  p,  at sections not too close to the
injector exit.

The variation of the "reduced mass fraction," Y, may be obtained by
writing the corresponding conservation equation

2.7rypuY  dy = Ira2piu; (9)

	

17,„U„)32(1 — in) + 17B1m =  (10)
r

B, = f P  ,17-- 2 )

pj m re r,

B2 = f P-  2  d )
o p; U, r, r e

in the incompressible case B11 = 0.428, B21 = 0.180. For the compressible
case we use these same values times the factor  (p31/1);).

JET BOUNDARIES

Integrating the jet propagation equation, we obtain the following
equation:

X  0 .69
±0.22 — = — 2 [ < )

2
q2 > 3/2 —

a a a a a

	

L.L1 g, 2 > +(
2 (

< I

CJ]
a a
in which

2 4A2 1  — in

= A2

or

where

and  x„  and  r„  are plotted in Fig. 4, as a function of in,for the incompressible
case.
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Figure 4.

Reference is made to Chapter V of Ref. 12 for the details of the com-
putation.

From the above we may infer that, in the compressible case, Y. and U.
take the same values as in the incompressible one, but at a section

(x/a)e = (p,/piw) (x/a),

while the width of the jet is

(re/a)c = (p.,/pAI) (re/a),

Attention is called to the fact that these rules are only valid in the case
p,  p e; u,  u..

In the study of the characteristics of a supersonic combustion diffusive
burner, a variable of paramount importance is the length of the combustion
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chamber which, as we shall see, is of the order of 100 times the initial radius
of the jet.

For such distances, the following approximate relations limy be used —

For the dimensionless velocity profile along the jet axis

p; ( a )2

	

U. —
1

(8a)
pe re c

For the reduced concentration

Y., —
Py11„rt + Yo,e _  1  p; ( a )2


P + YO,e MB11 p, r, ,

For the jet propagation equation

(3

	

X ) — 0.8 	 "12  Pe (r') (11a)
a „ in — 1 p; a / ,

Substituting in ( Eq. (10a) the expression for —a according to Eq. (I la),
r,

we have

	

in 1/3 p )1/3 x —2/3

= 2.0   (12)_ 02/3 pe a )„

Equation (12) will be useful in the computation of combustion chamber
length.

FLAME POSITION

Under the assumption that chemical equilibrium is reached from the
beginning of the mixing zone, the flame is locat ed at points in which

Y11, = 370 = 0, that is, where

17 YO,e
Y = 17;- — (13)

Figure 5 gives the flame shape in four different cases, assuming iiwoin-
pressible flow and introducing the compressibility corrections mentioned
before, which are valid only for a certain distance from the injector.

Figure 6 gives the shape of flame and jet under 1 he same limitations, for
m = 2.5.

Finally, Fig. 7 gives the combustion chamber lengt h .r; as a function of
the velocity ratio m. This has been obtained by using Eq. (12) with
Y. =- rf.

(10a)

(e)
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HYDROGEN-AIR (Pi/p.=2/W
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Figure 7.

For large values of m,  xf may be written as:

xf 23/2 ( piltia 2 )1 / 2

R Yi312 px,R2

where R is the radius of the combustion chamber.
The factor in parenthesis is approximately equal to the fuel-air ratio.

For hydrogen burning in air

xf  _ piuia 2 ) 1 / 2

R p,u,R2 

(15)

From the foregoing equations, it is shown that when using n inject ors,
the xf is reduced by a factor of n—c2.

It should be noted that, in the foregoing, interference effects have been
neglected.

HEAT RELEASED BY THE FLAME

In order to estimate the aerodynamic effects of heat release, we must
first determine the heat release rate Q' per unit length along the jet axis.

If q is the heat release per unit mass of hydrogen,

Q' = —q
dx  f

puY11,27y dy  (16)

(14)
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For large values of  x,  when Ufl,,Y „, << 1,

d J 2 YO e 3  	, f7,2  1

—q dx 7 1 — .(312f.

where

(17)

Ef" (18)

and  r,  and /7„ are given, as functions of  x,  by Eqs. (11a) and (12).

AERODYNAMIC EFFECTS OF HEAT RELEASE

If large perturbations in the flow field are to be avoided, heat addition
rates per unit volume must be kept smal  . This is the case in diffusion
flames more often than in premixed flames, resulting in an advantage of the
diffusive mode over other modes of supersonic combustion.

In order to study, at least qualitatively, the influence of heat addition
on the pressure field, we will linearize the conservation equations, as is done
by B. T. Chu [13] when analyzing the pressure waves generated by heat
addition. The following equations are obtained

—ap p,V = 0 (19)
ax

prUc = —V p (20)
ax

a
 pcu,T,V„In(p/ 13') =

Where Q" is the heat addition rate per unit volume. Viscous effects are
neglect ed.

From these relations we deduce

u. a(2'"
2

2 a2pvp  —ax27c,7',
III




where IJ , , is I he Mach number of t he uniform air st ream. Equation (22)
must be solved with t he appropriat e b(iundary conditions corresponding to
the cotnbust ion chamber walls.
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Equation (22) indicates that heat addition is equivalent to the intro-
duction of sources of strength

(23)

As is well known, a slender body of revolution in a uniform, unbounded,
supersonic stream may be represented by a source distribution along the
axis of strength w';

=
-

dA Q' 


dx -ycrT
(24)

where A is the cross section of the body. Equation (24) indicates that, at
least in an unbounded stream, the aerodynamic effects of heat released
along a line in the flow direction, are identical to those introduced by a
body of revolution with its axis on the heat-release line and with cross
section.

	

A(x) = Q/ peu,-ycT (25)

where Q(x) is the total heat release up to section .r, as given in Eq. (16.)
Equation (25) may be used to study qualitatively the aerodynamic effects

of heat addition in more complicated situations.
A large heat release in a given section gives rise to shock waves similar

to those introduced by a blunt body. Also, by spreading the heat release in
the flow direction, the equivalent body becomes slender and, t herefore, the
wave-drag and corresponding pressure losses decrease.

In an unbounded uniform stream, Eq. (22) has 1 he well-known solution:

p(x,y,z) — 	 .\/m2  1 f dal  . 40
11,21,2

a Q"'(a 43 ,r)
ar yr,T p (  T

[ (7- — x)2
— — 01)2- - (3)21,2

The integration must be extended to those regions where the lute-
grand is real (i.e., forward Mach (one).

(26)

CHEMICAL NONEMILIBRIUM EFFECTS

We ain I in t his section to show t he effect s of large, all hough finit e,
chemical reaction rates on t he struct ure of diffusion flames. As an intro-
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ductive example we will consider the study of one-step chemical reactions
in which the forward reaction is dominant. The application to the hydrogen-
air combustion will be considered in a subsequent paragraph.

It is possible to show [14,15] that, for large reaction rates, the chemical
reaction takes place only in a very thin region or "chemical boundary
layer." Within the reaction zone, convection effects may be neglected
compared with the much more important effects of chemical reaction,
conduction and diffusion normal to the flame. The governing equations
reduce in this region to ordinary differential equations. The kinetics of the
reactions appears in the solution, but the temperature, being close to the
adiabatic flame temperature, may be taken as constant for the determina-
tion of the reaction rates.

On the other hand, the solution with the assumption of infinite reaction
rates (which we shall call the Burke-Schumann solution) represents the
true solution outside of the reaction zone. It may also be used to calculate
the flame position and fuel consumption per unit flame area.

At the boundaries of the reaction region both the chemical boundary
layer and Burke-Schumann solution must coincide.

GENERAL EQUATIONS

We shall begin by writing the species and energy conservation equations
for the laminar flow of a mixture of three reacting species: fuel, oxidizer
and products (subscripts 1,2 and respectively). Any inert species will be
considered as products. With the usual assumptions in the st udy of reacting
flows, in particular equality of mass and thermal molecular diffusivities,
we have

L(Y) = ID; (27)

L (e„T = wi
(28)

where

1,(0) = U . — V • (pDV0)

and

WI W2W3 _ _01  ,19) e-Ele T 177171,27.
(29)

vp(1 + v) p
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Equation (28), where viscous dissipation effects have been neglected, is
only valid for low speed flows. For high-speed boundary-layer flows, if the
Prandtl number is close to one, we must add the kinetic energy u2/2q to the
thermal energy cpT/g for Eq. (28) to be valid.

Independently of the value of the reaction rates, from Eqs. (27) and (28)
we obtain

L(Y1 —  Y2/v) = 0 (30)

L(Y1 cpT /g) =  0 (31)

Hence, for the "reduced" concentration (Y1 — Y2/v) and "reduced"
temperature (T ± g/cpY 1), we have just a mixing problem independent of
the reaction rates. For high-speed boundary-layer flows, we must use the
total enthalpy  (cET gY u2) instead of the "reduced" temperature.

If (Y15, 0,  T,) are the values of (Y1, Y2,  T) far from the reaction region
(at the boundary of the mixing region) on one side of the flame, while
(0,  T e) are the corresponding values on the other side, we may easily
deduce that

Y2e vY  cp(T — T,) Y1Y2 

— 1

Y15Y2evv lj/ 2e
(32)

is an integral of Eqs. (27) and (28) independent ly of t he react ion rat es and
mixing process.

For later reference let us write the solution of Eqs. (30) and (31) in the
form

YI — Y2/v = (33)

Y1 + cpT/g = f2(i) (34)

Here, contray to Eq. (32), fl and 12 depend on the details of the
mixing.

CHEMICAL EQUILIBRIUM SOLUTION

The system of Eqs. (28) and (29), that must be solved toget her wit h t he
momentum equation, is extremely complicated, so t hat furt her approxi-
mations are desirable.

The left hand side of these equations is the inverse of a mechanical time
ta,, of the order of t he ratio of the overall charact eristic length and velocity.

On the other hand, 1he factor g exp (—E/RT) that appears in 1he right
hand side, involving a frequency factor g and t he Arrhenius factor, is the
inverse of a chemical time t,.
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Whenever tm/t,  << 1, the chemical production term-, omy be neglected,
and "frozen flow" is obtained.

For large tm/tc, wi/ p would be extremely large if Y7Y would not take a
small value. Hence, in the limit L/to  , we may w

= 0 (Y1 = 0 or Y2 = 0) (35)

or, what amounts to the same, wi/ p = 0.
This last limiting process gives rise to the so-call(11 "chemical equi-

librium" approximation, which for one-step chemical reactions may be
termed the Burke-Schumann approximation.

Taking Eq. (35) into Eqs. (33) and (34), we obtain

Y2 = 0; Y1 = (i); cp7 / q = 2(i) — i(X) (36a)

on the fuel side of the flame, and

Yi = 0; Y2 =  —vfi(i); cT/q = ,f2(x) (36b)

on the oxidizer side of the flame. The flame surface, determined by
Y1 = Y2 = 0, is given by

f1 (i) = o

The flame temperature, from Eq. (32), is given by

q 	 Y1/17.2e 

T1 = 7

cp YzevY1;




NONEQUILIBRIUM EFFECTS

The Burke-Schumann equilibrium, "thin flame" solution, Eq. (36),
obtained by taking the ordinary limiting process t„,/1„ on, identically
satisfies the complete system of Eqs. (27) and (28) and their boundary
conditions. It is not the uniformly valid solution, because concentration
and temperature derivatives normal to the flame surface are discontinuous
at the flame. These discontinuities are caused by the fact that, in the
limiting process, the nonequilibrium reaction region shrinks to a surface.

It is possible, for large reaction rates, to analyze the structure of this
reaction zone by using boundary-layer techniques [14,14 In order to do
this, we first write, in nondimensional form, the conservation equations in
boundary-layer coordinates parallel and normal to the infinite rate surface.
The fact that second derivatives normal to the flame are infinite in the
Burke-Schumann solution indicates that they play a dominant role in the
large, but finite, reaction rate case. Hence, we stretch the coordinate
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normal to the flame, so that the diffusion and chemical production t erins
are not lost in the limiting process t„,/t, .

Then, within the reaction zone, I:he conservation Eqs. (27) and (28)
reduce to

1 a (  pp al'i
P ay ay

1 a ( aT w,

P ay  P aji  cp P

In these equations the terms due to convection and diffusion in the
direction parallel to the flame have disappeared.

	

To obtain the boundary conditions, we reqMre the out er limit (y z
of the solution of Eqs. (39) and (40) to coincide with t he inner limit of the
Burke-Schumann solution.

The solution thus obtained of Eqs. (39) and (40), valid within the
reaction zone, together with the equilibrium solution, valid outside of the
reaction region, represent the first approximation for the entire flow field.
Figure 8 schematically shows the corresponding temperature and mass
fraction distributions.
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Figure S.
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To obtain further approximations, the "inner and outer expansions"
procedure must be used. This has been done by Fendell [16] for the com-
bustion of initially unmixed gases in inviscid axially symmetric stagnation
point flow.

Notice that in Eqs. (39) and (40) only derivatives with respect to y
appear; hence, they may be solved as ordinary differential equations in
whichx acts as a parameter.

In addition, the temperature within the reaction zone remains close to
the adiabatic, thin flame, temperature Tf. This fact may be used in order
to simplify the determination of the mass production terms.

Deviations, of the temperature in particular, from the equilibrium values
may be shown [15] to depend on the ratio p,Diiih2t,, where fit is the mass
consumption rate of fuel per unit flame area. The reaction-layer-to-mixing-
layer thickness ratio depends on the same parameter.

Figure 9 shows the temperature distribution along the infinite reaction
rate flame surface as calculated in Ref. 14 for the combustion of two
parallel streams of fuel and oxidizer. Radiation from the flame will have
an even stronger dependence on x; and a fairly sharply defined ignition
length becomes apparent. This length may be estimated by using the
"simple" chemical boundary-layer solution.
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Figure 9.
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EXTENSION TO TURBULENT FLOWS

No reliable information exists on the values of the reaction rates on
turbulent flows.

If following a generalized practice in the study of turbulent reacting
flows, we use the values of the laminar-flow reaction-rate expressions in
which we insert the turbulent mean temperature and concentrations, we
may easily extend the foregoing results to the turbulent case. In particular,
within the reaction zone, Eqs. (39) and (40) apply, if I) is substituted by
the turbulent diffusivity at the flame E.

HYDROGEN-AIR CO,N IBUSTION

Owing to its high calorific value, its high capacity for cooling, its thermal
stability, and its rapid reaction rates, hydrogen is the most promising fuel
for a hypersonic engine. The characteristics of such common liquid fuels
as kerosene are also of interest in the range of Alach numbers front 4 to 25.
but the specific impulses attained with kerosene are, at most, 40 percent of
the corresponding values for hydrogen in the same Mach number range.

In the case of the hydrogen-air reaction, which in the range of tempera-
tures of interest in supersonic combUstion (1000°K-2500°K), reduces to
hydrogen-oxygen reaction with nitrogen as a diluent, the kinetic scheme
proposed by Schott [17] for the determination of the reaction rates is
widely used. Almost nothing is known on the influence of turbulence on
the reaction rates. In any case, no overall reaction rate expression exists
for the hydrogen-oxygen reaction.

The main difficulty in the application of the results to the study of the
internal structure of the hydrogen-oxygen flame is related wit It the fact
that eight simultaneous chemical reactions and six different species are
significant in the range of temperatures 10000I 2500°K. As a result, no
reliable overall reaction rate expression exists.

From the consideration of more simple chemical kinetic schenia, possess-
ing some features of the complete scheme, we infer the possibility of
studying the structure of the reaction zone, by dividing it into several
layers. In each of these layers some of the reactions are dominant, and an
overall reaction rate expression may exist. Work is under way on this
direction, and results will be published elsewhere.

MAIN NOMENCLATURE

a = radius of the injector
b = width of the boundary layer of the initial mixing region
c = experimental growth coefficient in Eq. (4)
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D = diffusion coefficient

in =  velocity ratio of the jet =  ue/u;

p = static p •essure

q =  heat release per unit mass of fuel

r = radius of the jet

T =  t emperat ure
I( =  velocity component in the  x  direction

ft  = characteristic mean velocity in Eq. (4)

U =  dimensionless velocity = (u —  u )/ (u;  — ue)

r =  velocity component in the y direction

X =  axial coordinat e

y =  radial coordinate

Y = reduced mass fraction = PYTI, — Y 0, + Y 0,e
1/ + Y 0,e

Yi = mass fraction of species  i

7 = Cr/C, ratio of specific heats

E =  turbulent diffusivity

P = density of the mixture

v = stoichiometric ratio of oxidizer to fuel

SUBSCRIPTS

c  = indicat es compressible conditions
e =  values ext ernal 1 o the mixing region

.1 =  values at flame sheet
i =  indicat es incompressible conditions

= values in t he inviscid core of the jet

in =  values in t he axis of main region of the jet

n =  values at t he end of t he t ransition zone of the jet

1/2, 02= indicat es chemical species
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COMMENTARY

CHARLES A. LINDLEY  (The Aerospace Corporation, El Segundo, Calif.):  The
authors are to be congratulated on their analysis of a very difficult subject. While
the difficulties and uncertainties in extension of the analysis to the turbulent case.
of which they speak, are very real, it is necessary that we come to understa mid this
case and the effect, if any, of combustion on the turbulent mixing rates. From the
practical engine point of view, it is extremely important that the mixing and
reaction be made to occur in the minimum possible length; otherwise weight and
heat-transfer considerations will rule out the supersonic combustion ramjet type
for many applications.

In any complicated field of fluid mechanics such as this, it is necessary that
analysis and well-planned experiment go hand in haml. Is an appropriite exp
mental program under way in another portion of your organization, or in any other
place available to you, and with whom you can interact?
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REPLY

First we want to thank you for your kind words about our work.
Of course, we agree on the necessity of well-planned experiments parallel to the

theoretical investigation, especially in a new field like supersonic combustion.
Unfortunately, we have not had, up to now, the opportunity to set up an experi-
mental program in this field. However, a rapidly growing number of experimental
results, published elsewhere, is now being made available.




